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Mechanical: 


Operating Position. 

Types of Cathodes . 

Maximum Overal1 Length. 

Maximum Seated Length . 

Length, Base Seat to Bulb Top 

(Excluding tip) . 

Diameter. 

Dimensional Outline . 

Bulb. 

Base.Small-Button Noval 

Basing Designation for BOTTOM VIEW. . 


.Any 

. Coated Uni potential 

. 2-5/8" 

. 2-3/8" 

. 2" ± 3/32" 

. . 0.750" to 0.875" 

. See Gen eral Section 

. T6-1/2 

9-Pin (JEDEC No.E9-l) 
.9DX 


Pin 1-Triode Cathode 

Pin 2- Triode Grid 

Pi n 3 -Tr i ode PI ate 

Pi n 4 - Heater 

Pin 5 -Heater 

Pin 6-Pentode Cathode, 

Pentode Grid No.3, 
Internal Shield 
Pin 7-Pentode Grid No.l 
Pin 8-Pentode Grid No.2 
Pin 9 - Pentode PI ate 



AMPLIFIER — Class A, 
Maximum Ratings, Design—Maximum Values•’ 


Plate Voltage. 

Grid-No.2 (Screen-Grid) 
Supply Voltage . . . . 
Grid-No.2 Voltage. . . . 

Grid-No.1 (Control-Grid) 
Voltage: 

Positive-bias value. . 
PI ate Dissipat ion. . . . 
Grid-No.2 Input: 

For grid-No.^ voltages 
up to 165 volts. . . 
For grid-No.2 voltages 
between 165 and 
330 volts. 


Triode Pentode 

Unit Unit 

. . . 300 max. 330 max. vol ts 

• • • - 330 max. vol ts 

. See Grid-Ho. 2 Input Rating Chart 
at front of Receiving Tube Section 


0 max. 0 max. volts 

1 max. 5 max. watts 


1.5 max. watts 


. See Grid-No. 2 Input Rating Chart 
at front of Receiving Tube Section 


Maximum Circuit Values: 


Triode Pentode 

. Unit Unit 

Grid-No.1 Circuit Resistance: 

For cathode-bias operation. . 1.0 max. 1.0 max. megohm 
For fixed-bias operation. . . 0.5 max. 0.25 max. megohm 
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The dc component must not exceed 100 volts. 

Without external shield. 

This value can be measured by a method involving a recurrent waveform 
such that the maximum ratings of the tube will not be exceeded. 


AVERAGE PLATE CHARACTERISTICS 
Triode Unit 



100 150 200 

PLATE VOLTS 


92CS-12158 
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AVERAGE CHARACTERISTICS 
Pentode Unit 


Ef* 10.5 VOLTS 
PLATE VOLTS * 200 




-4 -3 -2 

GRJD-No.l VOLTS 


-I 0 


92CS-12I60 
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